
OUT THERE. 365 DAYS A YEAR. 



The new 31 Cabin is reworked both inside 

and out to be a full-blooded commercial 

year-round boat. Material choices are robust 

and durable. The boat has been adapted 

to carry heavier motorization (dual Volvo 

Penta D4-300) and has larger storage 

compartments for work equipment, system 

installations and safety equipment. 

Externally the boat has large clean surfaces 

and a rough bumper list in raw rubber, 

which goes around the entire boat. There 

are several interior layouts to choose from 

depending on the application. 

The hull is slightly longer and the freeboard 

raised to further improve handling, 

seaworthiness and reduce the planing 

threshold. The aft deck has two storage 

compartments above deck and one below. 

Otherwise, the aft deck fully open to get the 

maximum workspace 

The stern gate consists of two parts that 

make it possible to open up the entire 

aft deck. The starboard D-pillar can be 

equipped with an external helm for better 

operating control in difficult situations when 

working at sea or docking.

The forward cabin has a fixed berth and a 

V-berth with large storage shelves above 

beds. The forward cabin is available with 

either modular closet or pentry module. 

The toilet compartment contains a sink, 

storage, toilet and shower. The lounge has 

several large storage areas under the floor 

and is furnished as standard with four seats 

and two benches but is available in several 

alternative layouts. Two large sliding glass 

doors provides access to aft deck as well as 

superior visibility and control.

Certified by DNV.

Paragon 31 Cabin for commercial use.  
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P31 little sister - the P25 SAR 



Four seats with 

two double benches.

Four seats withsink, cook top 

and refridgerator in saloon.

Six seat version. Two seats, two swivel 

seats, L-sofa with table.

Two seats, two swivel 

seats, L-sofa with table 

and kitchenette.
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Storage Storage Installations WC Front cabin

Engine room Storage/tanks Extra bed Option: foldable worktop Wardrobe. 

option: sink, gas-hub and refridgerator

Shelves
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Sink, cook top and refrigerator in salon option Rubber flooring

Four seat version + bench in saloon

Aft deck extra storage box

Aft deck extra driving position option (steering wheel and 

gear/gas shift & start stop panel) including joystick.
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Test data - fuel consumption L/NM and speed

  2 x Volvo Penta D4-300     Volvo Penta D6-400



 

Principal dimensions and displacement     

Ltot (Length over all) 10,59 Meters

Lh  (Length hull) 10,45 Meters

LWL (Length  waterline) 8,32 Meters

Btot (Beam over all) 3,47 Meters

Bh         (Beam hull) 3,23 Meters

Bc  (Chine beam) 2,73 Meters

Dead Rise  (V angle transom) 27,00 DEG

T  (Draught of keel) 0,60 Meters

Tmax  (max draught)  Singel installation 1,18 Meters

Ha  (Air Draught)  3,68 Meters

Th (Transport height) TBD Meters

mLCC     (Light Craft Conditions) 2xD4 6187 Kg

LCGLCC 2xD4 2,9 Meters

VCGLCC 2xD4 1,2 Meters

MTL       (Maximum Total Load) 2067 Kg

Max Load  on Builders Plate 1383 Kg

     

Engine alternatives  Drive/Cruis. speed Fuel cons.   Top speed 

Volvo Penta 1 x D6  (std) 400 hp DPH  28 @ 3000 RPM 1,8 l/Nm approx. 35 kts

Volvo Penta 2 x D4  2x300 hp DPH  30 @ 3000 RPM 2,5 l/Nm approx. 39 kts

Volvo Penta 2 x D4 WJ 2x300 hp Water Jet 

Range with Standard Engine  250 Nm

    

 

Systems

Fuel capacity  450 liter

Water capacity 200 liter

Black Water capacity 70 liter

Start battery  80 Ah

Heavy Aux  80 Ah

Aux  3x80 Ah

Electrical Blidge Pumps Rule 1500, 2x94 L/min

Manual Blidge Pump Jabsco, 45L/min

Bow Thruster Sleipner SE60 

Heater in Cabin and salon Eberspächer D5 

Defroster, windscreen, extra outlet at floor Eberspächer 10kW 

Electric heated windscreen Jaako-Tuote Oy 

Windscreen wipers & washing GPA Flowsystem 

Trimtabs  Bennet/Humphree 

Navigation Lights Attwood led 3560/5580

Fire protection auto fire extinguisherand manual hand unit Sea Fire FD-150A

Engine panel, Volvo Penta trip computer and Power trim assistance.

Class

Design category/no. of crew  according to RCD 94-25-EG 2003-44-EG  B/8 

Independent third party type examination certificate, 

Module B+F issued by:   DNV GL 

apply on standard P31V and customizations that do not affect stability, safety or other regulations 

applicable according to issued type certificate. 

  

Techical specification: Paragon 31 Cabin

All data in accordance to  ISO 8666. All data with Engine, 2x D4 300 Hp

Commercial clients:



Nimbus Boats Sweden AB, GKSS-Hamnen, 426 05 Västra Frölunda, tel. 031-726 77 00, info@nimbus.se

WWW.PARAGONYACHTS .SE


